
RoHS

Feature

F-120k Metal Shaft Rotary PotentiometerCOMPLIANCE

Electrical characteristics

Mechanical characteristics

Durability

Total Resistance..................................................................500Ω Ω~500K

Total Resistance Tolerance.................................. ............. 20%... ±

Resistance Taper.................................................................A,B,C,D

Max.Operator Voltage..........................................................Linear Taper B: AC 150V
Other Tapers :AC100V

Rated Power........................................................................Linear Taper B: 0.1W
Other Tapers:0.05W

Sliding Noise.......................................................................Less than 100mv

Insulation Resistance............................................................More than 50MΩ at DC 500V

Withstand voltage................................................................1 minute at AC 300V

Gang Error(Dual Unit)..............................................................-40dB~0dB 3dB±

Switch rated power..............................................................2.0A at AC 125V

Switch Contact Resistance...................................................Less than 50mΩ

Total Rotational Angle...........................................................300°±10°

Rotational Torque.................................................................10gf.cm~100gf.cm

Click Torque.........................................................................30gf.cm~300gf.cm

Rotational Stopper Strength..................................................3.0kgf.cm Min.

Push-Pull Strength...............................................................5.0kgf Min

Switch Rotational Angle........................................................30°±10°

Switch torque..................................................................... 150gf.cm 500gf.com~

Click position..................................................................... 1C,11C,21C,41C

Rotational Life.....................................................................10,000 Cycles

1. Metal shaft style

2. Carbon element
3.Wide range of resistance tapers
4.Assorted pin layouts

Residual Resistance...........................................................Term.1 2:less than 20

Term.2 3:less than 20
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Shaft illustration



F-120K Series
TM

Metal Shaft Rotary Potentiometer

F-120K
Vertical Type with 1,11,21,41
Clicks, Single Unit, P.C.B. Terminal

Vertical Type with 1,11 Clicks,
Single Unit, P.C.B. Terminal,
Plastic Bushing

Vertical Type with 1,11,21,41
Clicks, Dual Unit, P.C.B. Terminal

Vertical Type with 1,11,21,41
Clicks, Dual Unit, Solder Terminal

Vertical Type with 1,11,21,41
Clicks, Single Unit, Solder Terminal

F-120KP

F-120K-U

F-120KG

F-120KGP

FAVOR UNION/POLYSHINE   



Vertical Type with Switch,
Dual Unit, P.C.B. Terminal

F-120KGS

F-120K Series
TM

Metal Shaft Rotary Potentiometer

  FAVOR UNION/POLYSHINE



Type

Length of shaft

Type of shaft

Die cast shaft

Favor union

Outline dimension
12=12mm

S=With Switch

Part number system of metal shaft potentiometer

Section length of shaft

Type of product:
N=single gang
G=dual gang

Plastic bushing

High of mounting from surface to
center

Code of lube

F- 12 0K G S -10 -U 30 A 10K L15 F C D *7 (H10) (L)

Number of flowing
(0,1,2,4,5)

Full C.CW position

Resistance taper

Total resistance


